
Cleanup Altitude
- Flaps ... UP
- Climb Power ... SET

Line-Up

Level-Off

Cruise

Beginn Downwind
- Power ... 1500-1700 RPM

Climb Check
1) Flaps .. UP
2) Climb Power ... SET 2250 RPM
3) Climb Speed ... 64 - 68 KIAS

X 4) Fuel Pump ... OFF, check FP
X 5) Taxi Light ... OFF

Cruise Check
1) Propeller RPM .. SET at or below 2250 RPM
2) Engine Parameters ... CHECK within Limits
3) Cautions / Warnings ... CHECK OFF
4) Fuel Quantity left and right ... CHECK

ENDURANCE
5) Carburettor heater ... AS NEEDED

Final Check
1) Speed .. 61-55 KIAS
2) Flaps ... SET AS REQUIRED
3) Carburettor heater ... OFF
4) Runway ... IDENTIFIED and

CLEAR

Line Up Check
1) APR Sector & RWY ... CLEAR
2) Taxi, LDG, Strobe, Nav-Light ... ON
3) Transponder ... ALT
4) Time ... CHECKED
5) Pitot Heat ... AS REQUIRED

Take Off
1) Brakes ... APPLY
2) Lever Throttle ... SET

CHECK approx. 2100 RPM
3) Brakes ... RELEASE
4) Rotate ... when 50 KIAS
5) Estab. Initial Climb ... 61 - 64KIAS

Approach Check
X 1) Altimeter ... Set QNH

2) Landing Light / Taxi Light ... ON
3) Electric Fuel Pump ... ON
4) Carburettor heater ... ON
5) Fuel selector valve ... SELECT fullest tank

Remarks
* All Speeds apply to MTOM
* No responsibility is taken for the correctness of this information.
   The Airplane Flight Manual is reference for flight planning and

airplane operation
* Checklist Reference: V1.0, 23.11.2019
X to be omitted when remaining in traffic pattern
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Go-Around
- Power ... MAX
- Pitch ... NEUTRAL
- Flaps ... T/O
- Pitch ... NOSE UP
- Vertical Speed ... POSITIV
- Speed ... Vx

Abeam Threshold
- Flaps ... T/O
- Power ... 1500-1700 inHg

Short Final

Point of Final Descent
- Start Descent
- Flaps ... LDG
- Power ... ADJUST


