
Cleanup Altitude
- Flaps ... UP
- Propeller Lever ... 2600RPM

Line-Up

Level-Off

Cruise

Beginn Downwind
- Throttle Lever ... 15-17 inHg

Climb Check
1) Flaps .. UP
2) Prop. Lever ... 2600 RPM
3) Climb Speed ... 82 KIAS

X 4) El. Fuel Pump ... OFF
X 5) Taxi Light ... OFF

Cruise Check
1) Throttle Lever .. SET (23 inHg)
2) Prop. Lever ... SET (2350 RPM)
3) Mixture Lever ... Lean Engine to 1450°F
4) Engine Parameters ... CHECKED
5) Cautions / Warnings ... CHECKED
6) Fuel Quantity ... CHECK ENDURANCE

Final Check
1) Speed .. 70-75 KIAS
2) Flaps ... SET AS REQUIRED
3) Propeller Lever ... HIGH RPM
4) Mixture Lever ... FULL RICH
5) Runway ... IDENTIFIED

Line Up Check
1) APR Sector & RWY ... CLEAR
2) Taxi, LDG, Strobe, Nav-Light ... ON
3) Transponder ... ON & SET ALT
4) Time ... CHECKED
5) Pitot Heat ... AS REQUIRED

Take Off
1) Brakes ... APPLY
2) Throttle Lever ... FULL

CHECK approx. 2680 RPM
3) Eng. Instruments ... CHECKED
4) Brakes ... RELEASED
5) Rotate ... AT 60 KIAS
6) Establish Initial Climb ... 75KIAS

Approach Check
X 1) Altimeter ... Set QNH

2) Landing Light / Taxi Light ... ON
3) Electric Fuel Pump ... ON
4) Fuel Selector Valve ... SELECT fullest tank

Remarks
* All Speeds apply to MTOM
* No responsibility is taken for the correctness of this information.
   The Airplane Flight Manual is reference for flight planning and

airplane operation
* Checklist Reference: V0.6, 17.07.2020
X to be omitted when remaining in traffic pattern
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Go-Around
- Power ... MAX
- Pitch ... NEUTRAL
- Flaps ... T/O
- Pitch ... NOSE UP
- Vertical Speed ... POSITIV
- Speed ... Vx

Abeam Threshold
- Flaps ... T/O
- Throttle Lever ... 19-21 inHg

Short Final

Point of Final Descent
- Start Descent
- Flaps ... LDG
- Power ... ADJUST


